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5-Year Warranty

Made in Spain

Anti-Slip

Accessible drain

Adaptable to any space Large format

Silica-free material

3 cm Thickness

• Extra-fl at shower tray with Slate texture.

• Manufactured in a mould through casting, providing each shower tray with an anti-slip surface.

• Standard UNE 41091:2017 CLASS 3. Standard DIN 51097:1992 CLASS C.

• Easily cuttable with a diamond blade.

• Height or thickness of 3 cm.

• Compatible with access ramp.

PROPERTIES
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70 25 - 25 - 25 25 25 25 35 35 35 45 45 45 62 62 62 - -

C

75 - 25 25 - 25 25 25 25 35 35 35 45 45 45 62 62 - - -

80 - - 25 - 25 25 25 25 35 35 35 45 45 45 62 62 62 - -

85 - - - 25 25 25 25 25 35 35 35 45 45 45 62 62 - - -

90 - - - - 25 25 25 25 35 35 35 45 45 45 62 62 62 - -

100 - - - - - 25 25 25 35 35 35 45 45 45 62 62 62 62 62
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SIZES

3 cm 
Thickness

Customizable in both width and length. The customer can provide a technical 
drawing when placing the order to receive the shower tray perfectly cut to the 
desired size. Cuts different from those shown in the drawing are possible upon 
customer request, always considering the particularities of the model and the 
effect the cuts may have on the tray’s aesthetics and functionality. Any cuts 
made on the drain side are not recommended.

• Continuous segments are cut using a diamond blade (special for tiles).

• Large cuts may reduce the slope and could result in an uneven thickness 
of the edge.

• Upon customer request, the cut edges can be polished.

NOTICE: There is a margin of error of up to 1 cm due to the production 
processes. The thickness tolerance of the shower tray is +/- 3 mm. The 
tolerance regarding the width and length of the material is +5 mm.

Flush Installation Floor-Mounted Installation Semi-recessed with a 
masonry wall

INSTALLATION OPTIONS

NOTICE: To install the tray fl ush, 
a minimum fl oor depth of 8 cm 
is required to ensure suffi cient 
space for installing the valve.

CUSTOM MANUFACTURING

Maximum cuttable area for 
intermediate measurements between 
standard sizes.

Approximate area for special cuts.
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UNE EN 14527:2016+A1:2019
According to the regulations Nº 305/2011

INTENDED USE: Domestic applications
SYSTEM: 4

ESSENTIAL CHARACTERISTICS:
Suitability for cleaning | Durability

DP nº: 03

QUALITY CERTIFICATIONS

Analysis and testing carried out at the AIDIMME Technological Institute.
All our products are certifi ed for use at the European level.

VALVES Maximum fl ow rate 
supported by the 
valve

• UNE-EN 14527:2016 +A1:2019: Shower trays for domestic use.
• DIN 51097-1992:CEN:TS: Critical slip angle test for fl ooring in barefoot wet areas. 
• UNE-EN 41901:2017: Slip resistance test for unpolished fl ooring.

Screwed A
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USE AND MAINTENANCE

• Clean regularly by rinsing thoroughly and ensuring 
no cleaning product residues remain.

• Use a soft cloth or microfi ber cloth to clean the 
surface.

• Avoid regular cleaning with bleach*, alcohols, acids, 
nail polish removers, lacquers, and/or abrasive 
products.

• Do not use sodium hydroxide (caustic soda) or hair 
dyes due to their high concentration of methylene 
blue.

NOTICE: The grate may suffer damage.

In addition to these 15 
standard colours, any 
colour from the RAL 
colour chart can also 
be requested upon 

request.

COLOURS AND TEXTURE

Silver Grey
RAL7036

White
NOVA

Anthracite
RAL7015

Light Grey
RAL7047

Black
RAL9005

Sand
RAL1001

Ivory
RAL1013

Olive Grey
RAL1019

Stone Grey
RAL7044

Chocolate
RAL8011

Pearl
RAL9002

Concrete
RAL7037

Wenge
RAL8017

Taupe
RAL7039

Moka
RAL8025

Availability of grids in the 
same color as the plate.
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